
TE
CH

NI
CA

L 
DA

TA
 S

HE
ET

FIXING’S ACCESSORIES

COD TYPE D H L M

072030 CC 18 10 27,5 4 18

072031 CC 22 10 31 4 22
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APPLICATION
Band fixing on foundations and concrete.

FEATURES AND BENEFITS
Made of tempered steel, it is suitable even for solid 
foundations.
The nail is to be firmly fixed on the base material by 
using  the specific tool “PCC” (cod. 072090).

CC 
Band fixing nail
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DATE 11-2022 REV. 01
The current technical data sheet substitutes and nullifies the previous ones. Information correspond with 
our current knowledge of the product. It cannot lead us to any sort of responsibility or compensation.
Gia S.p.A. reserves the right of changing techical features and molds without previous notice.
Company under the management of “Ethica Global Investments S.p.A.”

Gia S.p.A. – Via Sac. A. Cremona, 12 – 28069 Trecate (NO) – www.gia.it

Steel with a high carbon content EN 10270 - quenching level 53-55 HRC

Concrete

In cardboard box - 200 items

It requires the use of the nail setting tool to be installed.

> PCC - Nail setting tool

> BA - BA1 - Perforated steel band

> GINASTRO - Textile band

BASE MATERIAL

PERFORATED BANDS

MATERIALS TECHNICAL DATA

INSTALLATION TOOLS AND RECOMMENDATIONS

PACKAGING
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