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PIPE CLAMPS AND PIPE LINES FIXINGS

B

A

COD TYPE A B

089000 NP 30 1

089005 NP1 40 1

>

APPLICATION
Extension tape for STP and STP1 pipe clamps.

FEATURES AND BENEFITS
When inserted in STP and STP1 pipe clamps, it prevents 
contact between metal and plastic pipe line, making 
sliding easier in case of pipe clamp’s expansion.

NP
 PVC Tape

PIPE CLAMPS’ ACCESSORIES
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DATA 09-2022 REV. 01
The current technical data sheet substitutes and cancels the previous ones. The details provided fit our current 
knowledge of the product. It cannot lead us to any sort of responsibility or compensation. 
Gia S.p.A. reserves the right of changing technical features and molds without notice.
This company is subject to “Ethica Global Investments S.p.A.” management.

Gia S.p.A. – Via Sac. A. Cremona, 12 – 28069 Trecate (NO) – www.gia.it

Pipe line Pipe clamp Sheath

Ø mm TYPE TYPE L mm

40 STP/STP1 40 * NP 125

50 STP/STP1 50 * NP 155

63 STP/STP1 63 * NP 195

75 STP/STP1 75 * NP 235

90 STP/STP1 90 * NP 280

110 STP/STP1 110 * NP 345

125 STP/STP1 125 * NP 390

140 STP/STP1 140 * NP 435

Pipe line Pipe clamp Sheath

Ø mm TYPE TYPE L mm

160 STP/STP1 160 * NP 500

195 - 200 STP/STP1 200 NP1 630

215 - 220 STO1 8” NP1 700

215 - 220 STP1 220 NP1 700

245 - 250 STP/STP1 250 NP1 790

310 - 315 STP/STP1 315 NP1 1000

395 - 400 STP/STP1 400 NP1 1250

* With spacers

PVC
TAPE

MATERIALS TECHNICAL DATA

15 N/mm²  I Extension until breakage at 360%

Shore A 80 +/-2

TENSILE STRENGTH

HARDNESS

-20°C max / +70°C
TEMPERATURE

RECOMMENDATIONS FOR INSTALLATION

PACKAGING

STORAGE

RELATED ITEMS

In cardboard box

The product must be stocked at temperatures up to 30°C - not higher -, in closed and untouched packagings, 
sheltered from direct sunlight and atmospheric agents.  

> STP and STP1 pipe clamps

PIPE CLAMPS’ ACCESSORIES


