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SANITARY FIXINGS
SANITARY FIXINGS FOR PLASTERBOARD WALLS

Kit composed of:
- 1 crossbeam with fixing plate for pipelines
- 2 side flanges to fix the item to the pillars
- 2 joints M-F 1/2” for supply pipelines fixing
- 1 insulated pipe clamp for drainpipe fixing
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020715 TDBP 530/550 120/140 40 clippo 1 ½" 80/190
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APPLICATION
Used to fasten floor bidet on drywalls.

FEATURES AND BENEFITS
Preassembled structure - made of zinc plated steel,  
in compliance with EN10143 and EN10346 regulations 
- for a fast installation.
Universals, suitable for all kind of sanitary fixtures. It 
can be adjusted during installation, and it is designed 
to support all kinds of floor bidet and the related supply 
plumbing system. 
By simply sliding its components, it fits different 
centre-to-centre distances. 
Provided with preassembled joints for hot and cold 
water adduction pipe lines with brass antirotation 
joints  1/2” M/F, and insulated pipe clamps of 50mm 
for drainpipes connection.

TDBP
Floor bidet bracket frame for plasterboard walls
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SANITARY FIXINGS
SANITARY FIXINGS FOR PLASTERBOARD WALLS

> Plasterboard product range
> SIP - PE foam protection strip for sanitary fixtures

In cardboard box 

Zinc plated steel DX51D+Z100 MAC - EN 10143, EN 10346
FRAME

MATERIALS TECHNICAL DATA

RELATED ITEMS

PACKAGING

In order to install the item properly, please 
follow the instructions included in the package.

INSTALLATION

Steel 4.8 EN ISO 898.1 with electro zinc plating 7-8 μm
COMPONENTS

Plasterboard
BASE MATERIAL

Brass CW 614N EN 12164
JOINTS

Clippo 1½” (cod. 081060)
PIPE CLAMP


