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SANITARY FIXINGS
SANITARY FIXINGS FOR PLASTERBOARD WALLS

Kit composed of:
- 1 crossbeam for plumbing system fixing
- 2 side flanges to fix the item to the pillars
- 2 Z-shaped plates for joints fixing
- 2 joints M-F 1/2” mixers fastening
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COD TYPE A B C D F

020736 TDM2 530/550 80 47 ½" M/F 75/380
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APPLICATION
Used to fasten external mixers on drywalls.

FEATURES AND BENEFITS
Preassembled supporting frame made in zinc 
plated steel - compliant with EN10143 and EN10346 
regulations- for a fast installation.
The frame can be adjusted during installation,and it is 
designed to support external mixer for showers, baths, 
water heaters and sinks on plasterboard walls.
Thanks to the sliding plate on the frame, it is possible 
to set the mixer at the desired position. 
Provided with 2 preassembled Z-shaped brackets 
and antirotation brass joint 1/2” M/F (compliant with 
EN12164 regulation) to fix bathroom fittings, mixers 
and plumbing system.

TDM2
External mixer bracket frame for plasterboard walls
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SANITARY FIXINGS
SANITARY FIXINGS FOR PLASTERBOARD WALLS

> Plasterboard product range
> TDS - Shower head bracket frame for plasterboard walls

In cardboard box 

Zinc plated steel DX51D+Z100 MAC - EN 10143, EN 10346
FRAME

MATERIALS TECHNICAL DATA

RELATED ITEMS

PACKAGING

INSTALLATION

Steel 4.8 EN ISO 898.1 with electro zinc plating 7-8 μm
COMPONENTS

Plasterboard
BASE MATERIAL

Brass CW 614N EN 12164
JOINTS


