
TE
CH

NI
CA

L 
DA

TA
  S

HE
ET

SANITARY FIXINGS
SANITARY FIXINGS FOR PLASTERBOARD WALLS
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COD TYPE A B C D E

020731 TDT 530/550 80 47 40 M8

>

>

>

APPLICATION
Used to fasten plumbing accessories on drywalls.

FEATURES AND BENEFITS
Crossbeam made of zinc-plated steel - compliant 
with EN10143 and EN10346 regulations - that can 
be adjusted during installation. It is provided ready to 
fasten hydraulic supports and accessories on drywalls.
When installing wc on the floor, it can be combined to 
“TDC” Flushin cistern fixing kit  (cod.020730).
It joints 2 uprights in order to allow fastening different 
kinds of items by taking advantage of the 2 M8 nuts 
set on the crossbeam.

TDT
Universal crossbeam for plasterboard walls
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SANITARY FIXINGS
SANITARY FIXINGS FOR PLASTERBOARD WALLS

Applications:

1. When combined with the so called TDC - Flushing cistern fixing kit (cod. 020730) - during floor wc faste-
ning,  this crossbeam is used to fix the supporting forks for the flushing cisterns at the right height.

2. It joints the wall’s pillars in order to fasten different items by using the two preassembled M8 nuts.

> Plasterboard product range
> TDC - Flushing cistern fixing kit

In cardboard box 

Zinc plated steel DX51D+Z100 MAC - EN 10143, EN 10346
FRAME

MATERIALS TECHNICAL DATA

RELATED ITEMS

PACKAGING

INSTALLATION

Steel 4.8 EN ISO 898.1 with electro zinc plating 7-8 μm
COMPONENTS

Plasterboard walls
BASE MATERIAL


