SANITARY FIXINGS FOR PLASTERBOARD WALLS

SANITARY FIXINGS

TDWH
Wall hung accessible wc bracket frame for plasterboard walls

APPLICATION
Used to fasten wall hung accessible wc on drywalls.

FEATURES AND BENEFITS

> Preassembled supporting frame - made of zinc-
plated steel, and compliant with EN10143 and EN10346
regulations - for sanitary fixtures with 4 fixing points.

> Fast and easy installation: it can be adjusted during
installation by sliding the fitting for 90/110mm drainpipes,
with 180-322 mm centre-to-centre distance.

> Provided with a crossbeam with 2" M/F antirotation
brass joint used to fasten drainage and adduction pipes
for we flushing cistern.
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Kit composed of:

- 1 supporting frame

- 1 pipe clamp for drainpipe

- 4 threaded rods M12 for wc support

- 1 crossbeam for water adduction

- 2 fixing kits (including

2 washers, 2 caps, 2 nuts, 2 sockets)

- 1 data sheet with installation instructions
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TECHNICAL DATA SHEET

SANITARY FIXINGS FOR PLASTERBOARD WALLS

SANITARY FIXINGS

MATERIALS TECHNICAL DATA

FRAME
Zinc plated steel DX51D+2100 MAC - EN 10143, EN 10346

COMPONENTS (M12 THREADED RODS - NUTS)
Steel 4.8 EN ISO 898.1 with electro zinc plating 7-8 pm

CAPS
PE Polyethylene

WASHERS
PAG White Nylon

SOCKETS
Brass CW 614N EN 12164

BASE MATERIAL
Plasterboard

INSTALLATION

In order to install the item properly, please
follow the instructions included in the
package.

PACKAGING
In cardboard box

RELATED ITEMS
> Plasterboard product range
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