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COMPONENTS FOR AIR-CONDITIONING
CORRUGATED DRAIN HOSE AND ACCESSORIES 
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APPLICATION
Condensation drain for air-conditioning systems, 
suitable for in-wall installations and PVC channels.

FEATURES AND BENEFITS
The flexible corrugated drain hose is wrapped up in 
50 meter coils, and it is provided with  2 male joints 
and 2 female ones that are set at 1 meter regular 
intervals. This set-up enables to cut the hose as needed 
by choosing the joints that are to be connected together.
It is made of UV stabilized polypropylene. 
The single-extrusion system makes the hose resistant 
to accidental crushing, while preventing the risk of 
micro-holes.
The corrugated outline - provided with external 
supports - guarantees great flexibility and favours water 
drain. 
Working temperature: -30°C / +75°C
The package includes 10 “O-ring” washers.
It is particularly suitable for in-wall installations.

TC-WHITE
White flexible corrugated drain hose

COD Type Application Length A B

540001 TC-WHITE 18 Condensation drain 50 m Ø16-18 mm Ø18 mm

540002 TC-WHITE 20 Condensation drain 50 m Ø17-20 mm Ø20 mm
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DATE 07-2023 REV. 00
The current technical data sheet substitutes and cancels the previous ones. The details provided fit our current 
knowledge of the product. It cannot lead us to any sort of responsibility or compensation. 
Gia S.p.A. reserves the right of changing technical features and molds without notice.
This company is subject to “Ethica Global Investments S.p.A.” management.

Gia S.p.A. – Via Sac. A. Cremona, 12 – 28069 Trecate (NO) – www.gia.it

CORRUGATED DRAIN HOSE AND ACCESSORIES

MATERIALS TECHNICAL DATA

PACKAGING

RELATED ITEMS

PP Polypropylene EP 440 G

In cardboard box

> 3-way central connector for corrugated drain hose

> 3-way side connector for corrugated drain hose

> Fittings for corrugated drain hose
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